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100% Alpha Cellulose
330gsm
10.6mil
99%
18%
Yes
Yes
Neutral
Resin
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Aqueous Piezo Printer Compatibility
Aqueous Thermal Printer Compatibility
Ink Compatibility
Storage

Print Settings & ICC Profile

All
All
Pigment, Dye
50°F-86°F(10°C-30°C); Relative Humidity: 30-65% 
(Store in original packaging)
Our Custom ICC Profile will produce optimum 
results

lasal DUAL SEMIGLOSS 330
Specification Data Sheet

Product Description 

The first heavyweight 330gsm dual-sided inkjet paper in its class, Lasal Dual Semigloss 330 features 
the latest in coating technology to produce ultra-consistent image reproduction with instant dry-time.  
The new coating allows prints to be handled immediately without fingerprints or scuffing ideal for 
portfolios and limited edition books where the prints encounter frequent handling. 

-Available in dual sided sheets 

Application

Photography, Portrait, Posters, Graphic Art Reproduction, Portfolios, Albums

Type of Material
Basis Weight
Caliper
Opacity
Gloss (BYK) 60°
OBA Content
Acid Free
PH Value
Coat

Recommendations

11 Madison Ave. New York, NY. 10010     (212) 683-6990 (NYC)   (562) 928-5600 (LA)     moab@legionpaper.com  www.moabpaper.com

Physical Specifications


